Gen 2 Call Point
(Wet Area-Latching Version)

Key Specifications:

=Australian Design

=C-Tick Approved

=|P67 Rating

"Available as 2 Button

=Anti-Bacterial Buttons

=Raised & Easy to Press & Clean Buttons
*Mechanical Tactile Switch Actuator
*Input Supply: +13.8 to 27VDC
=Permanent Low Backlight and goes Full
bright for reassurance

Indigo Care’s Gen 2 Universal Call Plates are a new
contemporary Australian design and are backward ]
compatible to most facilities using a Nurse Call System -Cf)nﬁgurable to Master & Slave Call
that conforms to AS3811. The call plates are for WET areas Point ) )

and use an EPOXY RESIN, ensuring a rating of IP67. They "Output: Selectable to Active High or
are available with 2 buttons, having an aesthetic appeal Active Low _

and a natural depth which make them easier to see. These " ire Connection using Scotch Locks
Call Plates are designed with the elderly patients in mind 'OPt'O”a' Buttons: Nurse Call — Green,
as our call points feature large easily identified colour Assist-Yellow, Emergency-Red
coded buttons that are easy to press. The soft visually "Suits Standard Aystrallan Electrical
pleasing buttons have a low brightness backlight which Boxes and Mounting Enclosure

makes them visible during the day or night. Once

activated by a resident or staff the backlight goes to full

brightness and acts as a reassurance light indicating the

point is active.

Wiring Diagram is available upon request only.
Part Number:

» Latching, no jack socket MED-GCP/WETV2.1-X

X denotes:

C/C = CALL Button

A/C= ASSIST Button

E/C = EMERGENCY Button

u o = amm. INDIGO CARE
I N D I G U (Horizon Electronics Company, T/as) ORDER INFORMATION
2/93 Rushdale Street, Knoxfield, VIC, 3180

Email your purchase orders to

PH +61 3 9763-2988 | indi
A www.indigocare.com.au sales@indigocare.com.au

ABN 36007302801
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